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600
ECRU

601
SUN
YELLOW

602
BRIGHT
YELLOW

603
GOLDEN
YELLOW

604
BURNT
ORANGE

605
PUMPKIN
ORANGE

606
DEEP
ORANGE

607
SALMON

608
PINK

609
SCARLET

610

611
VERMILLION
612

LILAC

BURGUNDY

613

639
JET
BLACK
638
SILVER
GREY
637
GUN
JACQUARD ACID DYES are used METAL
to color silk, wool, feathers, other
protein fibers and nylons, and nothing 636
does it better! Extremely brilliant and A A GOLD
colorfast, Jacquard Acid Dyes are hlghl)’ Artist: Tara Warburton for Makers’ Mercantile - wearemakers.com OCHRE
concentrated, powdered hot water dyes
that produce level, uniform color during 635
immersion dyeing. They exhaust well BROWN
and won’t bleed or fade with washing.
Of all the colorants in the world, acid
dyes are known to produce the most 634
luscious colors of all, and Jacquard’s OLIVE
palette is unsurpassed for quality,
intensity and consistency.
633
In addition to yarn, fiber and fabric AZTEC
dyeing, Jacquard Acid Dyes may also be GOLD
used for direct painting or printing
applications, using steam setting. 632
Don’t be alarmed by the name—the only CHESTNUT
acid involved is the white vinegar or R e
citric acid that you add to the dye bath.
S e 631
FABRIC/FIBER/SURFACES TEAL
nylons and protein fibers: silk, wool, cashmere,
alpaca, feathers, etc.
Available in 40 colors in 4 sizes: 630
More information can be found on our website: 1/20z/14.17 g Item JACI SPRUCE
http://www.jacquardproducts.com/acid-dye 80z/023g Item JAC2
116/0.45 kg Item JAC3
51b/2.27 kg  Item JAC4 629
EMERALD
628
CHARTREUSE
627
KELLY
GREEN
626
NAVY
BLUE
625
. ROYAL
Artist: Sarah Billings @someday_sarahb Artist: Katie Owen @ahandmadejourney BLUE
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BLUE
624
TURQUOISE
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INSTRUCTIONS FOR ACID DYE

Additional techniques and further information are available at: http://www.jacquardproducts.com/acid-dye

BASICS

The variables in dyeing are temperature, dye concentration, time and amount of fabric. The washing machine method is the
easiest way to dye fabric a solid color. However, if you are concerned with achieving the most accurate and reproducible
results, or getting the darkest colors, we recommend using the stovetop method. Use the instructions as a guideline. Acid
dyes are quite forgiving and amenable to variations in procedure. The more you experiment, the more you will discover!

® Utensils that have been used for

B May irritate the skin or eyes. = Breathing dust may be harmful.

= Avoid eye contact, wear rubber
gloves and suitable mask.

SAFETY

STOVETOP METHOD: Best for wool.

I. Fill a stainless steel or enamel pot with just enough hot or
warm water (cool for wool) for the fabric to swim freely.
Turn the heat to medium.

2. Add the dye powder to the pot and stir until dissolved.

Use the appropriate amount of dye for the desired shade
(see chart below).
3. Thoroughly wet fabric with warm water and add to dye bath.

®m Keep out of reach of children.

dyeing should not be used in food
preparation.

4. Gradually raise the temperature to 185°-200°F / 85°-93.3°C,
just below boiling. Stir frequently.

5. Add 1/4 cup/59 ml of vinegar per | Ib/0.45 kg of fabric.
Another option is to add Citric Acid (I tablespoon/15 g per
| 1b/0.45 kg of fabric). Try not to pour directly onto the fabric.

6. Maintain temperature and gently stir frequently for half an
hour. Wash in Synthrapol® or mild detergent and warm water.

NOTE: If you are dyeing wool, a gradual heating and gradual cooling of the dye bath is important so as not to shock and felt the wool.

TOP LOADING WASHING MACHINE METHOD:
NOT for wool. (Wool may felt in a washing machine—use the
stovetop method instead.)

I. Set the washing machine to the hot wash/cool rinse and
longest wash cycle setting. Fill water to the lowest level
appropriate for the amount of fabric being dyed. (Fabric
must be submerged and able to move freely.)

2. Add dye powder and agitate until dissolved.

. Add clean, wet fiber and agitate for a few minutes.

AW

. Add |-3 cups/0.24-0.71 L of white vinegar (depending on volume

of water), being careful not to pour directly onto fabric.

You may also use Citric Acid, and add | tablespoon/I5 g per

| 1b/0.45 kg of fabric. Let agitate a few more minutes.
5. Let machine run through cycle OR, for maximum washfast-
ness, stop and reset washer to maximum cycle length. Do not
let the washing machine drain or start a new wash cycle. The
idea is to lengthen the time the fabric is in the dye bath. After
resetting, let washer run through entire cycle.

6. To ensure that all the excess dye has been removed, you may
want to run the fabric through another wash cycle with cool
water and some Synthrapol® or mild detergent. Remove fabric.

7. Run washer through a large rinse cycle to remove any excess
dye in the washing machine.

DYE QUANTITIES - Washing Machine Method

* The quantities listed are for the deepest color saturation.
* For pastels and lighter colors, use less dye.

FRONT LOADING WASHING MACHINE METHOD:
NOT for wool. (Wool may felt in a washing machine—use the
stovetop method instead.)

I. Dissolve the dye in approximately /2 cup/118.29 ml to
| cup/0.24 L hot water.

2. Pour the dissolved dye and -3 cups/0.24-0.7 1 L of white vinegar
(depending on volume of water) into the bottom of the washing
machine tub. You may also use Citric Acid, and add
| tablespoon/I5 g per | 1b/0.45 kg of fabric. IMPORTANT: If your
machine has a prewash flush, add dye and vinegar between the flush
and wash cycles to prevent the dye from being flushed from the machine.

3. Add pre-wetted fabric.

4. Set your machine for the hottest possible water temperature
and longest possible wash cycle. If you are able to extend the
wash cycle, do so. The longer you are able to allow the fabric
to remain in the wash/dye cycle the darker the color and the
better the fixation.

5. When the machine has completed the wash cycle, allow it to
complete the balance of the wash/rinse/spin cycle.

6. Wash the garment with a mild detergent in cold water and dry.

NOTE: We recommend a thorough cleaning of your washer after you
have used it to dye fabric. Most front loading washers collect residual
water in the front door gasket and will also hold water in the exterior
tub. Wipe down the door gasket carefully and run a short cycle with your
normal detergent after completing dye process. (You may want to refer
to your Washing Machine User Manual for cleaning instructions.)

» Amounts of dye given per | 1b/0.45 kg of fabric (stovetop method requires less dye).
* Do not exceed 8% dye per I 1b/0.45 kg of dry fabric.

[ 0.25-0.5 02 /7.09-14.17 g | 0.5-1.5 0z / 14.17-42.52 g |

600 Ecru

601 Sun Yellow

602 Bright Yellow
603 Golden Yellow
605 Pumpkin Orange

604 Burnt Orange
610 Burgundy
620 Hot Fuchsia
627 Kelly Green
628 Chartreuse

607 Salmon 633 Aztec Gold
608 Pink 634 Olive
636 Gold Ochre 616 Russet

638 Silver Grey 617 Cherry Red

1.5-2 0z / 42.52-56.70 g | up to 3 0z / 85.05 g |
606 Deep Orange 622 Sapphire Blue 618 Fire Red

609 Scarlet 623 Brilliant Blue 632 Chestnut

611 Vermillion 624 Turquoise 639 Jet Black

612 Lilac 625 Royal Blue 626 Navy Blue

613 Purple 629 Emerald 635 Brown

614 Violet 630 Spruce

615 Periwinkle 631 Teal

621 Sky Blue 637 Gun Metal
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